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art. CHAD rexil categoria C

INDICAZIONI PER LA RIMOZIONE
DELLE MACCHIE PIU COMUNI

* Tamponare prima possibile la macchia con carta assor-
bente prima di agire con una soluzione di acqua tiepida
e sapone neutro.

Se utilizzate detergenti diversi dal sapone neutro testare
prima il prodotto su una piccola porzione per verificare
che non subisca alterazioni.

¢ Utilizzare un panno morbido inumidito con la soluzione
di acqua e sapone e pulire delicatamente la macchia fino
a completa rimozione, risciacquare con acqua pura e
asciugare con un panno pulito.

* Non utilizzare detergenti aggressivi, smacchiatori o
sgrassatori in quanto potrebbero danneggiare il materiale.

La superficie di questo articolo puo subire un trasferimento di colore a causa di alcuni coloranti utilizzati per
abbigliamento e accessori (ad esempio jeans). Questo fenomeno viene amplificato con alti tassi di umidita o
alte temperature. L'azienda non si assume alcuna responsabilita in caso di migrazione di colore. | dati riportati
nella scheda tecnica sono indicativi e in buona fede, ci riserviamo di modificarli in qualsiasi momento al fine

art. CHAD Texil cat. C

INDICATIONS FOR REMOVAL
OF THE MOST COMMON STAINS

e Stop up the stain with absorbent paper as soon as
possible, before applying any solution of water and
neutral soap.

If you use some other detergents instead of neutral soap,
you must test first the product on a small portion area in
order to check any variation.

e Use a soft cloth moistened with the solution of water
and soap and clean gently the stain until its complate
remotion, rinse with pure water and dry with a clean
cloth.

* Do not use aggressive detergents, stain removers or
degreasers as they could damage the material.

The surface of this article may undergo a color transfer due to some colorants used for clothing and acces-
sories (like jeans for example ). This phenomenon is amplified with high humidity rates or high temperatures.
The company does not assume any responsibility in case of color migration. The data shown in the following
data sheet are indicative, we reserve the right to modify them at any time in order to improve our products.

di migliorare i nostri prodotti. limpiego del prodotto va valutato in base all'utilizzo finale, non saremo respon-
sabili per usi impropri. Il colore puo subire delle leggere variazioni in base alle diverse partite.

The use of the product must be valued on the basis of the end use, we will not be responsible for improper
use. The color may vary slightly according to the different lots.

Composizione superficie Solidita del colore alla luce ISO 105-B02 | Peso al mtl Resistenza all’abrasione
Surface composition Colour fastness to light ISO 105-B02 Weight for mtl Abrasion resistance
100% PL 4 360 gr 40.000
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